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A

B AC POWER INLET

MAIN POWER SWITCH

SPEAKER OUTPUT CONNECTORS, CH 3 - CH 8

300W OUTPUT CONNECTORS, CH 0 - CH 2 (CH 0 IS A COPY OF CH 1)

BALANCED ANALOG AUDIO INPUTS/LOOPS

12VDC/CONTACT CLOSURE TRIGGER LOOP

12VDC/CONTACT CLOSURE TRIGGER INPUT

DSP ACTIVITY INDICATOR

STANDBY/PROTECT INDICATOR

POWER INDICATOR

LCD BACKLIGHT DEFEAT SWITCH

USB PROGRAMMING INTERFACE CONNECTOR

BTL MODE INDICATORS (CH 3 - CH 8)

DETAIL A : EURO CONNECTOR INPUTS
SCALE 1 : 1

GND, XLR PIN 1

POS, XLR PIN 2

NEG, XLR PIN 3

BALANCED ANALOG AUDIO INPUTS

BALANCED ANALOG AUDIO LOOPING OUPTUTS

DETAIL B : CH 3/4 BTL OPERATION
SCALE 1 : 1

CONNECT POSITIVE SPEAKER WIRE HERE

CONNECT NEGATIVE SPEAKER WIRE HERE
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